MORCEM® Texture
System

TEXTURING SYSTEM FOR FACADE COATINGS

AND DECORATION
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MORCEM® Texture SYSTEM

Morcem® texture OC CSIIl W2 / Morcem® texture OC CSIIl W2

One-coat mortar for stamped finish

Characteristics:

Especially designed for texturing interior and exterior surfaces. Manual or mechanical application directly
on the brick surface. Rain-proof and permeable to water vapor. Infinite decorative possibilities by combi-
ning different colors and textures.

Yield: Packaging 25 kg sack -
+ 18 kg/m? per cm of thickness Colors Range of Colors

Range of colors
Colors in stock
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Blanco 100 Crema 125 Marfil 130 Venecia 250 Hueso 200
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Ocre 150 Albero 175 Naranja 450 Arena 225 Salmén 500

Madera 400 Verde 350 Marengo 325

Colors available on request
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Salmén especnal 221 Verde espemal 352 Blanco especial 130  Verde especial 353 Griote especnal 007 Arena especial 146

Naranja especial 451  Gamuza especial 425 Salmén especnal 501  Siena especial 524 Verde especial 375 Verde especial 360

Oliva especial 361 Madera especial 002  Albero especial 180 Canela especial 105 Marbella especial 119  Vesaro especial 253

Rojo Especial 622 Rojo Especial 620 Rojo Especial 611 Ambar especial 116 Rojo Especial 118 Rojo Especial 950
. . “ : .

Griote especial 001 Roble especial 101 Rubi especial 254 Rojo Especial 333 GrIS especial 131 Blanco especial 126

Colors shown are for guidance only.
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MORCEM® Texture SYSTEM

Morcem® texture Resin / Morcem® texture resina

W g
2 _—. | Protective resin for surfaces
0 | Characteristics:
e Especially recommended for varnishing MORCEM TEXTURE. Leaves a protective and decorative film with a
== high degree of hardness and resistance to ultraviolet rays.
Yield: Packaging 25 L container
7-9 m?/L Colors Colorless

Morcem® texture Mold Release / Morcem® texture desmoldeante

Immediate-action liquid mold release agent

Characteristics:
Creates a thin, non-oily film on the concrete contact surface, enabling immediate mold release.

Yield: Packaging 5 L container
50 m?/L Colors Colorless

Texturefix - 120 / Texturefix - 120

Primer/ bonding bridge for texture mortars

Characteristics:

Recommended as a primer on horizontal and vertical surfaces before applying our texture mortars PAVILAND
PLUS and MORCEM TEXTURE, or before any stamped, repaired, or polished mortar in general.

TERTEREFLE

Yield: Packaging 25, 5, 1 L container
8-10 m?/L Colors Milky

Morcem® texture Dye / Morcem® texture tinte

Water-repellent dye for textured mortars

Lz Characteristics:

Low consistency paste and easy to apply, formulated with a complex mixture of active constituents solubilized
in organic solvent. When it dries, it leaves a semi-hard film which is easy to polish and has excellent water-
repellent properties.
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Yield: Packaging 1 kg Tub
According to Use Colors Translucent / Range

Range of colors
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Translicido  Blanco 100  Ocre 150 Salmé6n 500  Rojo 160 Pardo 123 Negro 200 Verde 350 Azul 003

555

Colors shown are for guidance only.

Morcem® texture Thinner / Morcem® texture disolvente

; B Water-repellent thinner for dye

Characteristics:

Solvent of mineral origin especially suitable for paints, waxes and varnishes of the synthetics range. Improves
the extensibility, drying and shine.

Yield: Packaging 2L Tub
According to Use Colors Colorless
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MORCEM® Texture SYSTEM

Eroded brick

Bush hammered stone

code

reference measurement

180012

P-2 577x185 mm

J

code

Blanket stone

reference measurement

180012

P-7 455x320 mm

Masonry wall set

J

code reference measurement code reference measurement code reference measurement
180012 P-15 560x400 mm 180012 P-17 423x244 mm 180012 P-21 585x568 mm
185x65 mm 153x192 mm
485x75 mm 153x593 mm
230x100 mm 147x149 mm

J J N

code

Castle stone

reference measurement

180012

P-22 580x460 mm

code

reference

measurement

180012

P-3

460x215 mm

J

code

reference

Chord border

measurement

180012

P-9

270x90 mm

Spanish bricks

code
180012

reference
P-5

measurement
605x200 mm

Squared irregular stone

code
180012

reference
P-10

measurement
485x420 mm

J

Bateig stone set

The textures and colors shown are for guidance only.
There may be some variation for technical reasons.
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MORCEM® Texture SYSTEM

AT

code reference
180609 K-1
& J
code reference
180609 K-9
N J

T

code reference
180609 K-14

code reference
180609 K-24

NG J

The textures and colors shown are for guidance only.
There may be some variation for technical reasons.

6 ’JE grupopuma

code reference
180609 K-2
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code reference

180609 K-10

code reference
180609 K-15

code reference
180609 K-25

T

code reference
180609 K-7
N J
code reference
180609 K-13
- J

code reference

180609 K-17

code reference

180609 K-29
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International service
Tel. +34 957 76 40 40

e-mail: gpx@grupopuma.com

WWW.grupopuma.com
grupopuma@grupopuma.com

ALGERIA

General Direction

B.P. 828 Zone Industrielle
SIDI BEL ABBES-22000
Téléphone:

+213 (0) 48 56 50 50
+213 (0) 48 56 51 51

Fax: +213 (0) 48 56 55 55

Antenne Alger

Rue de la Soummam, Lot N° 06, Z.I.
Oued Smar - Alger

Téléphone:

+213(0) 21 50 88 78

+213(0) 21 50 88 79

SPAIN

CORDOBA

Avda. Agrupacion Cérdoba, 17
14014 CORDOBA

Tel. 957 26 62 01 Fax 957 26 48 07

MURCIA

Pol. Ind. Base 2000. Avda. n° 3 manzana 13
Apartado 448. 30584 LORQUI, MURCIA
Tel. 968 67 63 70 Fax 968 67 63 51

ALMERIA : )
Ctra. Viator km. 1,5 04120 LA CANADA (ALMERIA)
Tel. 950 29 09 12 Fax 950 29 09 13

ALBACETE

Pol. Ind. “B” Garysol, C/ Chopo - parcela 26
02110 LA GINETA (ALBACETE)

Tel. 967 27 54 58 Fax 967 27 54 58

ALICANTE

Pol. Ind. Tres Hermanas, C/ Canteros - parcelas 3y 5
03680 ASPE (ALICANTE)

Tel. 965 49 56 31 Fax 965 49 56 30

SEVILLA

Pol. Ind. La Palmera, C/ La Palma, 20
41700 DOS HERMANAS (SEVILLA)
Tel. 954 69 13 51 Fax 954 69 29 02

MERIDA

Pol. Ind. El Prado - parcela 5, nave 8
06800 MERIDA (BADAJOZ)

Tel. 924 37 85 62 Fax 924 37 85 62

ASTURIAS

C/ Chopera, 15

33920 RIANO I-LANGREO (ASTURIAS)
Tel. 98 567 37 11 Fax 98 568 39 13

MALAGA

Pol. Ind. Trévenez, C/ Conrado del Campo, 2
29590 CAMPANILLAS (MALAGA)

Tel. 952 35 47 00 Fax 952 34 43 91

CADIZ

Pol. Ind. Zabal, C/ Velero, s/n 5 )
11300 LA LINEA DE LA CONCEPCION (CADIZ)
Tel. 956 64 51 58 Fax 956 64 51 62

MORCEM-" texture

FRANCE

Immeuble Danica B - 21,
Avenue Georges Pompidou F-69486
LYON Cedex 03

Phone + 33 (0) 811 14 18 14 —

Fax +33 (0)4 72 91 30 30

PORTUGAL

Fornos de Cima - Calhandriz 2615
641 ALVERCA (LISBOA)
Tel. +35 121 958 73 60 Fax +35 121 958 73 69

Lote 2a - Lot. Ind. Mun. Fontiscos
Ap. 79. 4784-909 SANTO TIRSO (PORTO)
Tel. 435 125 283 37 50 Fax +35 125 285 00 80

MALLORCA

Pol. Ind. Son Lladt. Via Central, parcela 65
07320 SANTA MARIA DEL CAMI (MALLORCA)
Tel. 971 62 06 32 Fax 971 14 11 59

BARCELONA

Pol. Ind. Domenys I, C/ Enologia, 15

08720 VILAFRANCA DEL PENEDES (BARCELONA)
Tel. 93 890 41 88 Fax 93 817 16 61

GRANADA

Pol. Ind. El Juncaril, C/ Monachil, parcelas 74-75
18120 PELIGROS (GRANADA)

Tel. 958 46 77 68 Fax 958 08 72 10

VALENCIA

Pol. Ind. La Pahilla, C/ Penas Albas, parcela 49
46370 CHIVA (VALENCIA)

Tel. 96 252 41 31 Fax 96 252 41 01

MADRID

Pol. Ind. El Guijar, Avda. El Guijar, 37
28500 ARGANDA DEL REY (MADRID)
Tel. 91 870 47 81 Fax 91 871 1527

VALLADOLID

Pol. Ind. La Mora, C/ Las Acacias, parcelas 13-4
47193 LA CISTERNIGA (VALLADOLID)

Tel. 983 40 22 79 Fax 983 40 32 00

PONTEVEDRA

Ctra. Caldas-Villagarcia, km 2,2

36650 CALDAS DE REIS (PONTEVEDRA)
Tel. 986 53 03 67 Fax 986 53 01 27

ZARAGOZA

Pol. Ind. Los Leones, C/ Principal, parcela K-2
50298 PINSEQUE (ZARAGOZA)

Tel. 976 65 68 30 Fax 976 65 68 31

GRAN CANARIA

Pol. Ind. Arinaga, C/ Las Mimosas, 128
35119 AGUIMES (GRAN CANARIA)
Tel. 928 18 81 49 Fax 928 18 82 14

TENERIFE

Pol. Ind. San Isidro, C/ Juan de la Cierva, 8
38109 EL ROSARIO (TENERIFE)

Tel. 922 62 47 51 Fax 922 62 49 80
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